JCH-WH|| NO.0103E

RAK-18PSC /RAC-18WSC
RAK-25PSC /RAC-25WSC
RAK-35PSC /RAC-35WSC

HITACHI

SERVICE MANUAL
TECHNICAL INFORMATION

REFER TO THE FOUNDATION MANUAL

FOR SERVICE PERSONNEL ONLY CONTENTS
INDOOR UNIT CONSTRUCTION AND DIMENSIONAL DIAGRAM:: - -+ --32
- _J WIRING DIAGRAM OF THE PRINTED WIRING BOARD :- -- --38
¢ [C—
AN \NFEN BLOCK DIAGRAM ¢ v+ te veee et ee it e ee i e e e ee e e 204
OUTDOOR UNIT BASIC MODE  ++ o+ o+ o+ vt s e os ot vv e e e oner e v ee on 0242
RAK-18PSC S ——————
RAK-25PSC o REFRIGERATING CYCLE DIAGRAM 56
RAK-35PSC PROCEDURE FOR DISASSEMBLY AND REASSEMBLY :- -+ -+ --57
DESCRIPTION OF MAIN CIRCUIT OPERATION :::-:---60
— SERVICE CALL Q&A T -3
= PARTS LIST AND DIAGRAM -« - ct s vt s ve e ee e ee e 120
RAC-18WSC
RAC-25WSC
RAC-35WSC
SPECIFICATIONS
TYPE DC INVERTER
INDOOR UNIT | OUTDOOR UNIT INDOOR UNIT | OUTDOOR UNIT INDOOR UNIT | OUTDOOR UNIT
MODEL RAK-18PSC RAC-18WSC RAK-25PSC RAC-25WSC RAK-35PSC RAC-35WSC

POWER SOURCE

1PHASE,50Hz,220V-230V

1PHASE,50Hz,220V-230V

1PHASE,50Hz,220V-230V

COOLING

TOTAL INPUT (W)

300 (70 ~ 880)

470 (70 ~ 960)

805 (70 ~ 1,350)

TOTAL AMPERES (A) 1.89-1.80 2.81-2.70 4.63-4.50
(kW) 1.8 (0.5 ~ 2.8) 2.5 (0.5 ~ 3.4) 3.5 (0.5 ~ 4.1)
CAPACITY
(B.T.U./h) 6,120 (1,700 ~ 9,520) 8,500 (1,700 ~ 11,560) 11,900 (1,700 ~ 13,940)

TOTAL INPUT (W)

375 (65 ~ 1,620)

570 (65 ~ 2,250)

790 (65 ~ 2,450)

HEATING TOTAL AMPERES (A) 2.27-2.20 3.37-3.30 4.54-4.40
(kW) 2.3 (0.6 ~ 4.8) 3.2 (0.6 ~ 5.8) 4.0 (0.6 ~ 6.6)
CAPACITY (BT.U/h) 7,820 (2,040 ~ 16,320) 10,880 (2,040 ~ 19,720) 13,600 (2,040 ~ 22,440)
w 798 792 (+91)% 798 792 (+91)3% 798 792 (+91)3
DIMENSIONS (mm) H 295 600 205 600 295 600
D 258 299 (+47)3% 258 299 (+47)% 258 299 (+47)3
NET WEIGHT (kg) 12 40 12 40 12 40

X After installation

SPECIFICATIONS AND PARTS ARE SUBJECT TO CHANGE FOR IMPROVEMENT.

ROOM AIR CONDITIONER

INDOOR UNIT + OUTDOOR UNIT

Hitachi Household Appliances(Wuhu) Co., Ltd.

1



