SPECIFICATIONS

RAK-18PSC RAC-18WSC
MODEL RAK-25PSC RAC-25WSC
RAK-35PSC RAC-35WSC

FAN MOTOR 30W (DC325V) 47W (DC120-380V)
FAN MOTOR CAPACITOR NO
FAN MOTOR PROTECTOR NO
COMPRESSOR - EU125XB2
COMPRESSOR MOTOR CAPACITOR NO
OVER HEAT PROTECTOR NO YES
OVERLOAD PROTECTOR NO YES(INTERNAL)
FUSE (for MICRO COMPUTER) 3.15A 25A, 2A, 3A,3.15A
POWER RELAY, STICK RELAY NO G4A-1A
POWER SWITCH NO
TEMPORARY SWITCH YES NO
SERVICE SWITCH NO YES
TRANSFORMER YES
VARISTOR 450NR 450NR, ERZVA431
NOISE SUPPRESSOR NO
THERMOSTAT YES (IC)
REMOTE CONTROL SWITCH
(LIQUID CRYSTAL) YES (RZEA14365) NO

UNIT — 1,350g
REFRIGERANT
CHARGING VOLUME
(Refrigerant R410A) | PIPES WITHOUT REFRIGERANT BECAUSE COUPLING IS FLARE TYPE.

(MAX. 20m)

MIN. 3m)




